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   Lighttools® Stretch Frames® and Soft Egg Crates®  
for Mola Reflectors® 

 
Properly assembling and attaching Stretch Frames and Soft Egg Crates ensures predictable light 
control and keeps the products securely attached to the Mola.  
 
This procedure is broken down into three main tasks: 
 

 Assemble Stretch Frames 

 Attach Soft Egg Crate® to Stretch Frame 

 Attach Stretch Frame with Soft Egg Crate to Mola Reflector 
 
 
 

 
 

Assembled Mola 
With Lighttools® Stretch Frame® and Soft Egg Crate® 
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Assemble Stretch Frames 

 

1. Layout the stretch frame on a flat surface, ensuring that the hook (hard side) of the 
fabric sleeve is on the outside ς the loop (soft side) is on the inside. (See Figure below). 

 
 

 
 

bƻǘŜΥ ¢ƘŜ ǊƻŘǎ ŦƻǊ ǘƘŜ aƻƭŀ aŀƴǘǘƛ ƳƻŘŜƭ όпоΦрέύ ŀǊŜ ǎƘƛǇǇŜŘ ƛƴ ǘǿƻ ƘŀƭŦs, 
connected by a shock cord: the instructions for assembling them are below:  
 

i. Unhook the flat flap holding the two ends of the folded rod together. 
 

ii. Gently unfold the rod until the shock cord pulls the two halves together, in 
the center of the rod. 
 

iii. Push the rod down into the sleeve and pull the flat flap (from step i) over 
the end of rod to lock it in place.  
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Note: The reflector clips will ship with fabric loop 
tabs in place to help you secure the stretch frame 
to the reflector. Self adhesive fabric loop sections 
will be included to place on your reflector. 

 
 
 
 
 
 

 

2. Insert a male rod into the female pocket and secure with pocket flap. 
 (Figure 3 and 4) 

 
 
Figure 3            Figure 4 

 

             
 
 
 
 

3. Repeat for each rod, forming 90-degree angles as you work, until the frame is 
assembled.  Assembled Stretch Frame 
pictured opposite.  
 

4. Flip the four Mola loop attachments to the 
outside prior to inserting soft egg crate (next 
task). 
 
Note: As in step 1, the fabric hook (hard side) 
is on the outside, the fabric loop (soft side) is 
on the inside of the stretch frame. 
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Attach Soft Egg Crate to Stretch Frame 
 

1. Locate two adjacent corners of soft egg crate ς corners will have double stitching. 
 

2. Hook your thumbs/index fingers into the adjacent corners of the egg crate, and position 
it into two adjacent corners of the stretch frame. 
 

3. Pinch the two corners of the egg crate into the top inner corners of the stretch frame, 
connecting the hook and loop fastener. 

 The egg crate should stretch slightly to fit snuggly into the corners. 
 

4. Pinch egg crate and stretch frame all the way along the rod, to secure it along that side.  
 

5. With your thumb and index fingers, pinch the opposite two corners of the egg crate into 
the opposite two corners of the frame. The egg crate should stretch slightly to fit 
snuggly into the corners.  
 

6. Pinch all the way along the perimeter of the frame, down the length of each rod, until 
the entire egg crate is securely attached.   
 

 
Stretch Frame® with Soft Egg Crate® 
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Attach Stretch Frame with Soft Egg Crate to Mola Reflector 

 

Before attaching, ensure that you have attached the 4 supplied velcro strips to four positions 
of your reflector (90 degrees apart). 
 

1. Lift the stretch frame up, and flip the clips in the opposite direction: 
away from you, pointing toward the Mola .  
 

 The long side of the clips should now be on the 
outside. 

 
2. Attach one clip to the Mola (e.g. top clip), then attach 

another clipτthe one on the opposite side to the first clip 
you attached (e.g. bottom clip).  
 

3. Attach the remaining clips. 
 

4. Ensure that the frame is aligned to be squareτnot 
skewed. 
 

5. Secure reflector clips with hook and weave tabs (illustrated opposite). 
 
 
 

 
 
 
 
 
 
 
 
 
 
Your Mola is now ready for use: with stretch frame and soft egg 
crate in place. 
 

 
 
 


